
Product Descriptor with Initial Caps and No Period

Benefit statement of product that describes it’s function 
upper and lower case that can go to two lines 

• Turnkey system – includes everything you need to be job-site ready

• Better temperature control of materials which results in better yields

• Solid construction – engineered to support the weight of equipment and materials

• Rugged design handles extreme job environments

• Safety features and climate control built into the design

Husky™ 1050HP

• 流体压力增大一倍，流量并不减半 

• 低压-高压切换模式方便客户一泵两用

• 低压模式下工作，耗气量可减少达 50% 

• 与固瑞克 Husky1050 标准气动隔膜泵具有相同的维修备件，帮助减少库存

2 : 1高压气动隔膜泵



Husky™ 1050HP

Husky 1050HP 高压泵是市场上第一款允许用户按实际需求自行选择按 1:1 低压或
2:1 高压方式运行的泵，用户可通过泵上的低压-高压切换开关进行调节。众所
周知，高压运行模式在实际应用中并非总是用到，所以切换至低压运行模式可
减少耗气量达 50% 以上。这一产品特色结合固瑞克产品一贯的高品质保证，促
使这款泵成为市场上技术最独特的高压隔膜泵之一。

压滤机配套
2:1 高压隔膜泵用于向压滤机供料， 
借助更高的出口压力能更好地压 
紧物料、挤掉水份，从而获得更 
干燥、更紧凑的泥饼，有效降低 
运输和处理成本。

推荐配置

陶瓷
1:1 低压模式用以初始模具注浆， 
以维持稳定的填料速度。2:1 高 
压模式执行最终浆料压实工艺， 
以清除气泡而达到更佳的陶瓷件 
表面品质。

推荐配置

高扬程或长距离输送应用
Husky 1050HP 泵的高压模式非常适合于
泵送距离长或垂直高度（扬程）高的
应用场合。

推荐配置 
任何材质的配置，只需满足输送物料的化
学相容性即可。 

应用行业

材质选择
阀球 阀座 膜片

歧管/流体端盖 铝合金或不锈钢

阀座 不锈钢或 Geolast橡胶

阀球 加重氯丁橡胶或
不锈钢

膜片 氯丁橡胶一体式膜片
或丁腈橡胶

歧管/流体端盖 铝合金或不锈钢

阀座 山道橡胶或不锈钢

阀球 山道橡胶或不锈钢

膜片 山道橡胶或PTFE 
两片式膜片



低压模式设置 高压模式设置

产生额外压力
的膜片
• 用于高压运行

模块式主气阀
• 易于维护
• 通畅无死点，免润滑

高/低压切换开关
• 可来回切换
• 1:1低压模式下可降低耗气量
•  按需求选择2:1高压模式运行

浸液部件
•  与 Husky 1050 气动隔膜

泵备件相同，减少零件
库存

流体歧管
•  不锈钢或铝合金材质

外部导向阀
•  易于维护

•  减少停机时间

• 弹簧推动，切换更快
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1:1低压模式
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2:1高压模式
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